






 Flip – double-sided printing

You can produce double-sided prints with pinpoint registration in no time, even on 

inaccurately cut media. The swissQprint registration pins and the flip function give you 

perfect front-to-back registration, saving lots of time and waste.

The trick: simply register the same 

edge of the front and backside.
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 Technical specifications

Dimensions Oryx Impala Nyala

Flatbed, full bleed 1 2500 × 2030 mm 3200 × 2030 mm 

Clearance maximum 50 mm

Substrate weight maximum 100 kg / m²

Roll width maximum 2500 mm maximum 3200 mm

Roll weight maximum 180 kg / dual roll 100 kg each

Roll diameter maximum 360 mm

Equipment / Options

Curing UV LED

Roll to roll option  2500 mm × endless 3200 mm × endless

Dual roll option 2 ×1200 mm × endless 2 × 1524 mm × endless

Board option with extension tables 2500 × 4000 mm / max. 100 kg 3200 × 4000 mm / max. 100 kg

Tandem function standard

Print area, Tandem each zone 1 2500 × 1015 mm  3200 × 1015 mm 

Tip Switch Vacuum standard

Colours

Colour channels maximum 9

Print heads maximum 9 maximum 18

Print heads per channel 1 1 or 2 / S models: 2

Light cyan, light magenta, light black 2 ✓

White ✓

Varnish 2 ✓

Primer 2 ✓

Orange 2 ✓

Neon 2 ✓

Inks

Integrated ink supply CMYK, orange in 5 litre containers / white, varnish 5 or 1 litre containers / neon, primer 1 litre container

UV-curable inks ✓

Solvent-free (no VOCs) ✓

Greenguard Gold certification 3 ✓

White feed and maintenance system fully automated

Indoor and outdoor applications 4 ✓

1 In most print modes
2 Not for S models 
3 Standard inks
4 Neon: only for indoor applications



Resolution Oryx Impala Nyala

Addressable resolution up to 1080 dpi up to 1350 dpi 2

Visual resolution up to 2160 dpi up to 2540 dpi 2

Dimensions and weight

Dimensions (L × W × H) 2.51 × 5.04 × 1.42 m 2.51 × 5.72 × 1.42 m

Weight 1300 – 1600 kg 1400 – 1800 kg

Safety standards meets industry standards

Installation environment

Power supply 3 × 400 V, 3L+N+PE (50/60 Hz)
3 × 480 V, 3L+N+PE (60 Hz)
3 × 208 V, 3L+PE (50/60 Hz)

excellent energy efficiency according to ISO 20690:2018

Temperature range +20 °C to +30 °C

Relative humidity 40 % to 80 % non-condensing
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 First-class heritage 
 For precision, reliability and durability

swissQprint large format printers contain 100 percent Swiss engineering and mechani-

cal build quality. The development department works right next door to where our 

production team assembles each printer by hand. Out of some 2200 individual parts, 

over 90 percent come from Switzerland. Because over 80 percent of our 200 suppliers 

are Swiss companies, most of them also based in our region.



 Single source 
 swissQprint delivers comprehensive  
 and reliable solutions

Each element of a swissQprint system is carefully matched to the cleverly thought-out 

whole: from the mechanics to the control system and the output software. This is 

because our engineers at the headquarters work hand in hand. Furthermore, we operate 

an in-house ink laboratory that is the interface to our ink suppliers. This ensures that  

the inks keep pace with our developments and perform consistently.
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 At home worldwide 
 swissQprint is represented around  
 the globe

Our subsidiaries and sales partners speak your language and support you in every 

way. Thanks to local warehouses you can rely on fast delivery of consumables and 

spare parts. All technicians undergo thorough training at swissQprint headquarters. 

You can therefore count on professional maintenance of your printer and spot-on 

assistance with both technical and application queries.

Visit the swissQprint showroom nearest to you.



swissQprint headquarters/subsidiaries

Official sales and service partners
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Subject to technical change. Images are not colour binding. Photos and graphics are copyrighted. 
The Karibu design is registered (Modèle déposé) and a patent for the Tip Switch Vacuum is pending.
swissQprint is a registered trademark. © swissQprint 09-2021

info@swissqprint.com

www.swissqprint.com


